
 

Do I Need a Stormwater Permit? 

Impervious Area Worksheet 

Impervious Area is the area of the completed development that will not absorb or infiltrate rainfall or 

drainage. It is the built area of the site, including all hardscape.

Areas included in an impervious area calculation: 

 Building roof area footprint(s) (including porches 

and eves) 

 Outbuilding roof area footprint(s) (including 

porches and eves) 

 All paved/concrete or compacted aggregate 

areas, including: 

o Driveways 

o Parking areas 

o Patios 

o Traditionally installed tile, modular paving or 

brick surfaces 

o Pathways and trails 

o Fire Department turnarounds 

 Access roads 

 Swimming pools 

 Tennis/basketball courts, etc. 

 All surfaces designed to shed water 

 

Use the following table to estimate the impervious 

area for your site. This is the total new or replaced 

impervious surface area of the proposed 

development. 

Impact Area Square Feet (ft) 

Building(s)  

Outbuilding(s)  

Compacted Aggregate  

Patios  

Pools & Courts  

Paved/Concrete 
Driveway & Access Roads 

 

Other  

TOTAL  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Linn County Stormwater Management Program Link: 

https://www.linncountyor.gov/roads 

Is the Total Impervious Area  

10,890 sf (1/4 acre) or More?  

No Stormwater 

Permit Required 

Stormwater Permit is Required 

Stormwater Quality and 

Quantity Management Design 

and Calculations Required 

 

Post-Construction 

Stormwater Plan Required 

 

Is the Total Disturbed Area 

43,560 sf (1 acre) or More? 

NO 

Note: It is Recommended to 

Retain the Services of an 

Engineer or Design Professional 

Who Can Assist with the 

Following Requirements: 

YES 

YES 


